
Maintenance and Operation of the Accu-Slot
Band Saw Maintenance
1. Band Saw Blades -- Use only a ¾” wide 10-14 tpi band saw blade to minimize blade 

drift. The more tpi, the finer the cut.
2. Use a clean, sharp blade. If you start to see any discoloration of the wood you are 

cutting, the blade is either dull or gummed up – install a new blade.
3. Band Saw Blade Tension – Set tension high, so the blade does not move. I set my 

tension to just over the ¾” marking on my Laguna gauge.
4. Blade Guides – Keep the blade guides as close to the board you are cutting as 

possible. This is not only safer, but it minimizes any band saw blade movement. We 
prefer the Laguna Ceramic blade guides because they cradle the entire width of the 
blade.

Accu-Slice Maintenance
1. On the Accu-Slice system, make sure that the course clamping screw is locked and 

that the MagJig clamps are engaged and securely clamped to the band saw table.

Accu-Slot System Maintenance
1. The power to the band saw must be turned off or disconnected during all setup and 

adjustment of the Accu-Slot.
2. On the Accu-Slot, make sure that the table rides smoothly and is fairly snug on the 

Accu-Slice rail with no rocking. If loose, the roller bearings can be adjusted as shown 
in the Accu-Slice roller bearing maintenance video. If tight, it usually indicates that the 
roller bearings are clogged with sawdust (see point 8 below)

3. Verify that the band saw blade is perfectly perpendicular to the Accu-Slot table. If not, 
adjust the angle of the band saw table to 90 degrees.

4. Make sure that you have set the Blade Stop so that the band saw blade does not cut 
into the Accu-Slot fence. Tighten the Blade Stop securely.

5. Make sure that the Blade Stop, the Accu-Slot fence, the Distance Stop, and the 
clamps are all tight and secure before beginning to cut your board.

6. The Accu-Path  laser beam is recommended for the safer operation of your band saw. 
It will project the path of your band saw blade to make certain that you will not cut into 
the clamps.

7. When cutting, use the two handles to move the Accu-Slot table. Keep your hands far 
removed from the band saw blade.

8. Keep the Accu-Slot table area and especially the area arond the roller bearing clean 
of sawdust. Sawdust can clog the roller bearings and cause the Accu-Slot table to be 
hard to move. If the roller bearings become dirty, they can be cleaned with a 
dampened cloth. Do not use any other solvents because they may damage the 
polycarbonate sleeves on the roller bearings

®

Cutting the Slots for Celtic Rings
1. There are a number of videos on our website describing the proper operation of the 

Accu-Slot and the Accu-Slice systems. 
2. Before starting the installation of the Accu-Slot, turn off the band saw and unplug it from the 

main power source.
3. The Accu-Path band saw laser is recommended when using the Accu-Slot system. It will 

accurately predict the path of the band saw blade to make certain that you do not cut into the 
clamps. 

4. For the optimum performance of the Accu-Slot, it is recommended that you use a 3/4” wide 
band saw blade, 8 to 14 tpi. When cutting boards across the wood grain and at an oblique 
angle, the wood grain can cause the band saw blade to drift slightly. This drift is normally 
eliminated when using a 3/4” wide blade which has been properly tensioned to the band 
saw. Smaller blades can also be used but may not perform as well as the wider blades.

5. Slide the Accu-Slot onto the rail on the Accu-Slice system by guiding the 4 roller bearings 
onto the rail. The Accu-Slot should slide smoothly on the rail. If the bearings are too loose or 
too tight, they can be adjusted as described in the video on our website.

6. Loosen the two course adjustment screws and the two MagJig clamps on the 
Accu-Slice system and move the Accu-Slot table so that the blade is positioned close to the 
center of the slot on the table. Make sure the band saw blade is not touching the Accu-Slot 
table during its travel. Then retighten both the course adjustment screws and the two MagJig 
clamps on the Accu-Slice index table.

7. Make sure that the band saw blade is perpendicular to the Accu-Slot table. Use a machinist’s 
square to check the angle between the band saw blade and the Accu-Slot table. If it is not 
exactly perpendicular, adjust the table on the band saw.

8. The angle of the cut on the Accu-Slot can be adjusted between 90 and 20 degrees relative 
to the band saw blade. Loosen the hex nut on the fence next to the angle indicator, move the 
fence to the desired angle and retighten the hex nut to lock the fence in position.

9. The Distance Stop must be used and set to make sure that the band saw blade does not 
inadvertently cut into the Accu-Stop fence. Normally, a 0.100” to 0.125” (1/8”) spacer is used 
to set this gap. Position the spacer against the fence in the band saw blade path, and slowly 
slide the Accu-Slot table until the band saw blade just touches the spacer. Install the 
Distance Stop into the T-Slot on the Accu-Slice rail and slide it forward until it just touches 
the Accu-Slot table. Then lock it in place. Move the Accu-Slot table back and forth to confirm 
that the band saw blade does not reach the fence. 

10. Position the board to be cut on the Accu-Slot table and against the fence. Adjust the 
Distance Stop on the fence to set the position of the cut on the board. After positioning, 
retighten the Distance Stop. 

11. The board to be cut must be flush against the Accu-Slot table, the fence, and the Distance 
Stop. It is also important that the board does not move during the cutting process.

12. Use at least two clamps to hold the board in place on the Accu-Slot system. It is 
recommended that the clamps be positioned on both sides of the band saw blade cut. The 
Accu-Path band saw laser beam is useful in setting up these clamps to make sure that you
do not cut into the clamps and that they are accurately positioned on both sides of the cut.

13. Begin the first cut by slowly pushing the Accu-Slot table into the band saw blade. Use the 
two handles on the Accu-Slot to keep your hands away from the band saw blade for safer 
operation. Cut slowly. The slower you cut, the smoother the cuts will be. Push the Accu-Slot 
table until the plate comes in contact with the Distance Stop. Then back out the blade by 
pulling the Accu-Slot carriage backwards.

14. Remove the board and inspect the cuts. There is normally a small “burr” on the bottom of the 
cut. These burrs are easily removed with some 220 grit sandpaper.

15. For additional details and pointers on making the Celtic Ring patterns, check out the videos 
on our website: www.accu-slice.com


